
INFO & SPECIFICATIONS

GENERAL

Part Number PMLN7851A

Compatible Radios XPR7000e, XPR3000e, SL7000, SL7000e, SL3500e   

PHYSICAL CHARACTERISTICS

Dimensions (inches) 2.83 H x 1.04 W x 4.23 L

Weight (ounces)  .81

PERFORMANCE CHARACTERISTICS

Microphone type Omni Directional

Noise reduction Qualcomm cVc Noise Cancellation Technology

Push-to-Talk (PTT) Yes

Multifunctional button Yes

Talk time 8 hours (5/5/90 working period)

Standby time 12 hours (LMR mode)

Charging time 2 hours

ENVIRONMENTAL SPECIFICATIONS

Operating temperature -20°C to +60°C

Storage temperature -40°C to +80°C

Thermal shock  -40°C to +80°C, MILB10F Method 503.5

Humidity 90% - 95% Relative Humidity at +50°C for 8 hours

Salt/Fog MILB10F Method 509.4 Procedure 1

Drop shock MILB10F Method 516.6 Procedure IV, height 4 feet
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For more information, please visit us on the web at: www.motorolasolutions.com/EP900w
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EP900w
WIRELESS BLUETOOTH EARPIECE 
WITH IN-LINE PUSH-TO-TALK
Move without wires and take your radio off your belt. The Motorola Solutions
EP900W wireless earpiece operates with Bluetooth enabled MOTOTRBO  
two-way radios.

KEY FEATURES
 

•  Dedicated PTT Button 
•  Compact Ergonomic Design
•  Loud and clear audio
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