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ACCESSORIES

English

REMOTE MOUNTS ANTENNAS
RLN4802_ Remote Mount Kit (requires HKN4192 HAD4006A VHF 136-144 MHz, 1/4 Wave Roof
power cable) Mount
RKN4077_ | Remote Mount Cable, 3 meter length HAD4007A VHF 146-150.8 MHz, 1/4 Wave Roof
RKN4078_ | Remote Mount Cable, 5 meter length Mount
RKN4079_ | Remote Mount Cable, 7 meter length HAD4008A | VHF 150.8-162 MHz, 1/4 Wave Roof
Mount
HAD4009A VHF 162-174 MHz, 1/4 Wave Roof
EXTERNAL SPEAKERS Mourt
RSN4001_ |13 Watt External Loudspeaker HAD4014A VHF 146-172 MHz, 3.0dB Gain Roof
HSN8145_ | 7.5 Watt External Speaker - for Receiver Mount
Audio HAE4002A | UHF 403-430 MHz, 1/4 Wave Roof
Mount
HAE4003A UHF 450-470 MHz, 1/4 Wave Roof
INSTALLATION AND ALARM KITS o
HKN4137_ | Standard 12V 10" Power Cable to Battery HAE4004A UHF 470-512 MHz, 3.5dB Gain Roof
(VHF/UHF) Mount
HKN4192_ |12V 20 Ft. Power Cable to Battery (VHF/ HAE4010A | UHF 406-420 MHz, 3.5dB Gain Roof
UHF) Mount
GKN6272_ | External Alarm Relay and Cable HAE4011A | UHF 450-470 MHz, 3.5dB Gain Roof
RLN4836_ Emergency Footswitch Mount
HKN9327_ Ignition Switch Cable HAE4012A kJAHF £t170-494 MHz, 1/4 Wave Roof
oun
HKN9557_R | PL259/Mini-U Antenna Adapter - 8" Cable -
- - HAE4013A UHF 494-512 MHz, 3.5dB Gain Roof
HLN9457_R | Hardware Kit for use with the Expanded Mount
Accessory Connector (includes 16 09-021.05F01 [BNG G
connector pins, (five) 8" wires with pins ) > onnector
attached and an extra housing)
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ACCESSORIES

English

MOBILE DATA UNITS SECTION

Terminals:

RDN7367_

Mobile Display Terminal with GPS - Mobile
display terminal equipped with an
Automatic Vehicle Location (AVL) device
compatible with Global Positioning
System (GPS).

RDN7368_

Mobile Display Terminal - Mobile
messaging device equipped with a data
modem. This unit features a 4x40 backlit
LCD display and the keypad allows users
to send information to the dispatcher in
response to base instructions.

RDN7369_

Standalone Modem/GPS - Cost efficient
Automatic Vehicle Location (AVL) device
compatible with Global Positioning
System (GPS).

RDN7738_

Serial Breakout Unit (used in multiple
applications that allow up to eight base
modems to be connected).

Radio Interface Cables

One radio interface cable is required with
purchase of each hardware device

RDN7376_ | 15 Ft. Interface Cable with 16 Pin
Connector

RDN7739_ |3 Ft. Flying Cable (same as regular
interface cable, but omits connectors).

RDN7740_ |15 Ft. Flying Cable (same as regular
interface cable, but omits connectors).

Peripherals

RDN7371_ | Credit Card Reader - Card reader is used
to perform automatic online credit card
authorization transaction. Used with
RDN7379 (credit card software).

RDN7373_ | Mobile Printer - The mobile printer
provides users with a hard copy of the
information transmitted from the base
dispatch location.

Global Positioning System (GPS) Antennas

Antenna is required with purchase of any GPS

unit.

RDN7372_ Fixed Mount GPS Active Antenna

RDN7375_ | Magnetic Mount GPS Active Antenna

RDN7370_

3 Ft. Interface Cable with 16 Pin
Connector
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Software

RDN7374_

Programming Software - Used for mobile
data units.

RDN7377_

Regional Map Software - Will allow up to
10 selected US counties.

RDN7378_

AVL Messaging Status Software -
Mapping software that provides the user
with Automatic Vehicle Location to track
vehicles along with message dispatch and
status tracking capability.

RDN7379_

Credit Card Software - Used with
RDN7371 (credit card reader).

Miscellaneous

RDN7364_

Radio Channel Card - A radio channel
controller and modem that interface with
the base radio. Required with every radio
channel or wireless circuit used within the
system.

RDN7380_

Mobile Programming Hardware

PUBLIC ADDRESS

RLN5288_ Public Address Kit (includes interface
cable

HKN9323_ |8 Ft. Public Address Speaker Cable

HKN9324 15 Ft. Public Address Speaker Cable (one
cable per speaker)

HSN1000_R |6 Watt Amplified External Speaker

RETROFIT KIT

| 6686119801 | Dismantling Tool
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Notes
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