




Standard Compact 
Microphone
Standard Compact Microphone 
provides basic push-to-talk 
functionality and ships with all 
MOTOTRBO mobile radios.

IMPRES Heavy-Duty 
Microphone
Heavy-Duty Microphone for users who 
want more durability, also ideal for 
those who need a larger microphone 
that is easier to handle when wearing 
gloves.

MOBILE MICROPHONE ACCESSORIES

Hands-free ACCESSORIES

MICROPHONE 
EXTENSION Cables

External PTT 
accessories

IMPRES Visor Microphone
Add even more convenience and safety with the IMPRES Visor Microphone and 
its compatible hands-free transmission options. Small microphone mounts to 
vehicle’s visor for convenient hands-free radio operation. Use with choice of 
external push-to-talk switch.

Microphone  
Hang-Up Clips

IMPRES Telephone 
Style Handset
This Telephone Style handset provides 
a flexible, discreet option when using 
the mobile for private conversations 
in a vehicular environment. Includes 
a full keypad that enables you to 
dial phone numbers or send text 
messages.

IMPRES Keypad 
Microphone
IMPRES Keypad Microphone includes 
a full keypad that enables you to dial 
phone numbers from the microphone, 
also has three customizable buttons 
that can be programmed with any of 
the control head features, allowing 
the user to navigate radio menus from 
the microphone.

RMN5052
Standard Compact Microphone

RMN5065
IMPRES Keypad Microphone

HMN4098
IMPRES Telephone Style Handset

PMKN4033
10-foot Mobile Microphone Extension 
Cable
PMKN4034
20-foot Mobile Microphone Extension 
Cable

HLN9073
Microphone Hang-Up Clip

HLN9414
Universal Microphone Hang-Up Clip

RLN5926
Pushbutton with Push-to-Talk. Can be held in the hand, or 
mounted to the vehicle with touch fasteners.

RLN5929
Emergency Footswitch

RMN5054
IMPRES Visor Microphone

RMN5053
IMPRES Heavy-Duty Microphone

Mobile Audio
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Control station 
Accessories
These control station accessories 
allow you to convert MOTOTRBO 
mobile two-way radios into convenient 
base stations.

Mounting brackets
Mobile radios are most often installed 
on the dash of a vehicle, and can run 
off its power source.

Direct In 
Dashboard 
Mounting Kit
Ideal if you prefer to mount the radio 
directly into the dash-board for a 
better appearance, or to keep it from 
being an obstruction in the vehicle.

Remote Mounting 
Accessories
Remote mounting capabilities allow 
you to save cabin space or hide the 
mobile power supply in the trunk.

Power Accessories

External loud 
speakers

Control Station and MOUNTING

RMN5050
Desktop Microphone. Black. 
Makes transmission easier for base station 
users, as the mobile microphone does not 
always have to be picked up. Large push-
to-talk button.

GLN7318
Desktop Tray without Speaker.
Ideal for securing mobile in place in a 
desktop environment.

RSN4005
Desktop Tray with Speaker.
Ideal for securing mobile in place in a 
desktop environment. Includes speaker for 
increased volume when receiving calls in 
high-noise areas.

HKN9088
Adapter Cable for Control Station

HPN4007
Power Supply, 25-60W, for low power 
radios. Power cord included.

GPN6145
Switchmode Power Supply, 1-25W has 
provision for back-up battery hook-up.

GKN6266
Power Supply Cable
Power Cable for Switchmode
Power Supply GPN6145

RSN4002
13W External Speaker
RSN4003
7.5W External Speaker

RSN4004
5W External Speaker

RLN6077
Low Profile Trunnion Kit. Keeps radio 
tucked up under dash, can also be 
positioned for floor mount.

RLN6078
High Profile Trunnion Kit. Under dash 
mount, with extra clearance so radio can 
be tilted for a better view. Can also be used 
for floor mounting.

RLN6079
Key Lock Trunnion Kit. Key lock helps 
provide extra protection from theft. Lock/
unlock radio from position in the mounting 
bracket.

RLN5933
In Dash Mounting Kit - DIN

PMLN5404
MOTOTRBO Mobile Remote Mount 
Adaptor Kit. For in-trunk installation, may 
also require HKN4192. 20 inch radio power 
cable. Remote Mount cable also required 
(PMKN4074 or PMKN4073).
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Cables to Battery
Cables used to connect the battery to 
the radio chassis.

Control Station and MOUNTING

PMKN4073
MOTOTRBO Mobile Remote Mount 5 
Meter Cable Kit 
PMKN4074
MOTOTRBO Mobile Remote Mount 3 
Meter Cable Kit

HKN4137
Power Cable to Battery 10 foot, 15 amp
HKN4192
Power Cable to Battery 20 foot, 20 amp

RKN4136
Ignition Sense Cable

PMKN4018
Mobile Rear Accessory Connector Universal 
Cable
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Mobile antennas

GPS Active 
Antennas
The following antennas are intended 
for users who have existing mobile 
antennas and need to add GPS 
capability.

PMAN4000
Fixed Mount GPS Active Antenna. 
Discreet stand-alone GPS antenna has a 
semi-permanent mount easily assembled 
with minimal tools to vehicle roof or trunk.

PMAN4001
Glass Mount GPS Active Antenna

PMAN4002
Magnetic Mount GPS Active Antenna. 
Discreet stand-alone GPS antenna can be 
mounted either magnetically, via screw or 
tape to vehicle roof or trunk.

Wide Area Through-Hole Mount Antennas
These through-hole mount antennas are designed to direct the signal more 
towards the horizon, making them ideal for applications in more geographically flat 
regions where signal coverage is sparse and must cover a larger area.

Urban Through-
Hole Mount 
Antennas
The signals for these through-hole 
mount antennas radiate vertically, 
making them ideal for urban 
environments where buildings can 
obstruct the signal.

HAE4010
406-420 MHz, 3.5dB Gain
HAE4011
450-470 MHz, 3.5dB Gain
HAE4012
470-494 MHz, 3.5dB Gain
HAE4013
494-512 MHz, 3.5dB Gain

HAF4026
806-941 MHz, 3dB Gain

HAE4002
403-430 MHz, 1/4 Wave
HAE4003
450-470 MHz, 1/4 Wave
HAE4004
470-527 MHz, 1/4 Wave

HAD4006
136-144 MHz, 1⁄4 Wave
HAD4007
146-150.8 MHz, 1⁄4 Wave
HAD4008
150.8-162 MHz, 1⁄4 Wave
HAD4009
162-174 MHz, 1⁄4 Wave

HAF4025
806-941 MHz, 1/4 Wave

HAF4013
806-941 MHz, Stubby

HAF4027
806-941 MHz, 5dB Gain

UHF

800/900 MHz

UHF VHF 800/900 MHz

RAE4004
445-470 MHz, 5dB Gain

RAE4163ARB
410-430 MHz, Stubby
RAE4164ARB
430-450 MHz, Stubby
RAE4168ARB
450-470 MHz, Stubby
RAE4166ARB
470-490 MHz, Stubby
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Mobile antennas

Repeater accessories
Duplexers

Duplexer 
Accessories

Combination GPS Antennas
The following through-hole mount antennas combine UHF or VHF and GPS 
capability. This combination antenna design with Mini U connector provides GPS 
tracking coverage and voice/data wireless capabilities for fleet monitoring or 
tracking applications.

PMAE4030
GPS/UHF - 403-430 MHz, 1/4 Wave
PMAE4032
GPS/UHF - 406-420 MHz, 3.5dB Gain
PMAE4031
GPS/UHF - 450-470 MHz, 1/4 Wave
PMAE40331

GPS/UHF - 450-470 MHz, 3.5dB Gain
PMAE4034
GPS/UHF - 450-470 MHz, 5dB Gain

HAE6019
GPS/UHF - 403-527 MHz, 2dB Gain
HAE6020
GPS/UHF - 470-527 MHz, 1/4 Wave
HAE6024
GPS/UHF - 470-494 MHz, 3.5dB Gain
HAE6026
GPS/UHF - 494-512 MHz, 3.5dB Gain

RAD4214
GPS/VHF - 136-144 MHz, 1⁄4 Wave
RAD4215
GPS/VHF - 146-150.8 MHz, 1/4 Wave
RAD4216
GPS/VHF - 150.8-162 MHz, 1⁄4 Wave
RAD4217
GPS/VHF - 162-174 MHz, 1⁄4 Wave
RAD4218
GPS/VHF - 146-172 MHz, 3dB Gain

HAF4029
GPS/800/900 MHz - 806-941 MHz, 1/4 Wave
HAF4030
GPS/800/900 MHz - 806-941 MHz, 3dB Gain
HAF4032
GPS/800/900 MHz - 806-941 MHz, Stubby
HAF4033
GPS/800/900 MHz - 806-941 MHz, 5dB Gain

HFD8188
VHF - Untuned Duplexer, 144-155 MHz
HFD8189
VHF - Untuned Duplexer, 155-162 MHz
HFD8190
VHF - Untuned Duplexer, 162-174 MHz
HFD8465
VHF - Tuned Duplexer, 150-160 MHz

0112004B04
N Type Male to N Type Male Duplexer 
Cable - 24 Inch
0112004U04 
N Type Male to BNC Male Duplexer Cable 
- 24 Inch
3082081X01
Right angle N-type male to straight n-type 
male 30” cable to connect 100W power 
amplifier to external duplexer or preselector

PMLE4548
Rack-Mount Duplexer/Filter Enclosure Kit

HFE8400
UHF - Untuned Duplexer, 406-450 MHz
RFE4000
UHF - Untuned Duplexer, 450-470 MHz
TDE7780
UHF - Tuned Duplexer, 450-470 MHz
HFE8401
UHF - Untuned Duplexer 470-490 MHz

HFE8454
UHF - Untuned Duplexer 490-512 MHz
DSTRBO650WDUPLXR
800/900 MHz Untuned Duplexer 806-941 
MHz

COMBINATION GPS/UHF

COMBINATION GPS/VHF COMBINATION GPS/800/900 MHz

1 Antenna not ideal for roof-mounted use.

0185417U01
VHF Duplexer, 132-146 MHz  
(5 MHz separation RX or TX) - 110W
0185417U02
VHF Duplexer, 144-160 MHz  
(5 MHz separation RX or TX) - 110W
0185417U03
VHF Duplexer, 158-174 MHz  
(5 MHz separation RX or TX) - 110W

Untuned Duplexers
For use with 100 Watt power 
amplifiers.

0185417U04
UHF Duplexer, 403-440 MHz  
(5 MHz separation RX or TX) - 110W
0185417U05
UHF Duplexer, 435-470 MHz  
(5 MHz separation RX or TX) - 110W
0185417U06
UHF Duplexer, 470-490 MHz  
(5 MHz separation RX or TX) - 110W
0185417U07
UHF Duplexer, 490-512 MHz  
(5 MHz separation RX or TX) - 110W

17



Repeater accessories

100 Watt Power Amplifiers

DSP1020MOVC5
P10 Series Amplifier, 136-174 MHz,  
20-50W Input, 100W Output
DSP1020MOUC5
P10 Series Amplifier, 406-512 MHz,  
20-50W Input, 100W Output
DSP1515MOJKC6
P15 Series Amplifier, 764-870 MHz,  
15-25W Input, 150W Output

The following 100W Amplifiers include an 
integrated 110W Power Supply

DSP1020MOVPS
P10 Series, C5 Amplifier, 136-174 MHz, 
20-50W Input, 100W Output
DSP1020MOUPS
P10 Series, C5 Amplifier, 406-512 MHz, 
20-50W Input, 100W Output

DSP1020MOJKPS
P10 Series, C5 Amplifier, 764-870 MHz, 
20-50W Input, 80W Output 
DSP1020MOLPS
P10 Series, C5 Amplifier, 928-942 MHz, 
20-50W Input, 75W Output

HFF4003
810-960 MHz Circulator, 18 dB min 
insulation, 100W max power handling

DSP1520MOJKC6
P15 Series Amplifier, 764-870 MHz,  
20-50W Input, 150W Output
DSP1515MOLC6
P15 Series Amplifier, 928-942 MHz,  
15-25W Input, 150W Output
DSP1520MOLC6
P15 Series Amplifier, 928-942 MHz,  
20-50W Input, 150W Output

R1684  RM60M
Astron Power Supply, 50A Continuous, 
55A ICS
R1685  RM50M
Astron Power Supply, 37A Continuous, 
50A ICS
RDN9900
DPS-30 Duracomm, Filtered Power Supply, 
30A Max

Circulator

Preselector

HFE8459
UHF Preselector, 440-474 MHz
HFD8461
VHF Preselector, 144-160 MHz
HFD8462
VHF Preselector, 160-174 MHz
HFE8460
UHF Preselector, 474-527 MHz

DSTRBO350WPRESEL
800/900 MHz Preselector, 806-960 MHz

Mounting

PMLE4476
Wall Mount Kit for XPR 8300

PMLN5072
Hardware Kit for Rear Accessory Connector

HKN9088
Mobile Mini U Antenna Adapter with  
8 Foot Cable

Antennas

DSTRBO800ANTSC420
800 MHz – 7.5dB Gain Antenna,  
806-869 MHz
DSTRBO900ANTSC420
900 MHz – 7.5dB Gain Antenna,  
896-941 MHz

RDE4556
UHF - 3.8dB Gain Antenna
RDD4527
VHF - 136-144 MHz 1⁄4 Wave Antenna
RDE4555
UHF - 3.8dB Gain Antenna, 470-488 MHz
RDE4557
UHF – 3.8dB Gain Antenna, 403-420 MHz
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Repeater accessories
Lightning 
Protection 
Accessories

Miscellaneous

RRX4025
Lightning Arrestor
RRX4032
Tower Mounting  
Hardware
RRX4038
Surge Suppressor

RKN4152
Battery Back-up Cable

3087791G01
120V AC Line Cord

PMKN4010
Mobile and Repeater Rear Accessory 
Programming Cable
PMKN4016
Mobile and Repeater Rear Programming, 
Test and Alignment Cable
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