










Rapid Rate Chargers

Carrying Accessories

Batteries
Motorola Original® batteries are designed to stand 
up to your demanding work environment and 
provide reliable power that you can count on. The 
standard 1500 mAh Li-Ion battery provides up to 
11 hours (5/5/90 duty cycle) between charges at 
high power, while the high capacity 2150 Li-Ion 
battery provides up to 16 hours (5/5/90 duty cycle) 
at high power to support your long shift or increased 
communication needs.

PMNN4081: Battery, Li-Ion 1500 mAh min, 1700 
mAh typ

PMNN4080: Battery, Li-Ion 2150 mAh min, 2250 
mAh typ

PMNN4082: Battery, NiMH 1300 mAh min, 1400 
mAh typ

Tri-chemistry chargers that will charge the standard 
capacity batteries in less than 3 hours, ensuring your 
batteries will be ready to go when you need them.

PMLN5406: Single Unit Rapid Charger, 110V with US cord

PMLN5396: Single Unit Rapid Charger, 230V with Euro cord

PMLN5394: Single Unit Rapid Charger, 230V with UK cord

PMLN5400: Single Unit Rapid Charger, 230V with China cord

PMLN5393: Single Unit Rapid Charger, 230V with Korea cord

PMLN5395: Single Unit Rapid Charger, 240V with ANZ cord, SMPS

PMLN5397: Single Unit Rapid Charger, 230V with Euro cord, SMPS

Soft-leather cases are a cost-effective and sturdy 
solution for users that need additional protection 
for the radio while working in rugged conditions. 
Designed to fi t the radio securely and not 
compromise the audio coming out of the radio.

PMLN5333*: Soft Leather Carry Case, Full Keypad 
Model

PMLN5334*: Soft Leather Carry Case, Limited 
Keypad Model

HLN9844: Spring Action Belt Clip (for 1.5” belt 
width)

*requires belt clip or carrying strap



Antennas
Flexible Whip Antennas

Designed with a one-piece fi nish and steel core 
for optimal radiation characteristics. The fl exible 
design provides more comfort when the radio is 
worn on the belt.

VHF

PMAD4014: VHF Whip, 136-155MHz (14 cm)

PMAD4015: VHF Whip, 155-174MHz (14 cm)

NAD6579: VHF Whip, 148-161MHz

UHF

PMAE4016: UHF Whip, 403-520 MHz (16.5 cm)

PMAE4008: UHF Whip, 470-530 MHz (13 cm)

PMAE4014: UHF Whip, 403-425MHz (19 cm)

Helifl ex Antennas

Engineered for maximum output and greatest 
communication coverage.

VHF

HAD9338: VHF Helifl ex, 136-162 MHz (15.5 cm)

PMAD4049: VHF Helifl ex, 146-174 MHz (14 cm)

Stubby Antennas

A shorter antenna designed to be non-obtrusive. 
Most comfortable solution when wearing the radio 
on your belt.

VHF

PMAD4012: VHF Stubby, 136-155 MHz (9 cm)

PMAD4013: VHF Stubby, 155-174 MHz (9 cm)

HAD9742: VHF Stubby, 146-162 MHz (9 cm)

HAD9743: VHF Stubby, 162-174 MHz (9 cm)

UHF

PMAE4002: UHF Stubby, 403-433 MHz (9 cm)

PMAE4003: UHF Stubby, 430 - 470 MHz (9 cm)

PMAE4006: UHF Stubby, 465–495 MHz (9 cm)

PMAE4007: UHF Stubby, 490-527MHz (9 cm)
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Why Motorola
With over 75 years of working in the two-way 
radio business, Motorola is a solutions provider 
that understands your specifi c customer needs. 
All Motorola Original® accessories are built to 
the highest standards of quality and are specially 
engineered to complement your radio’s performance. 
We’ve been doing it for over 75 years and we’ll be 
standing by our customers for years to come. 

So make certain you’re optimizing your radio’s 
capabilities and performance with the accessories that 
complement it best. 

accessories

Nothing Works
Like A Motorola
Original Accessory

To ensure compliance with RF energy exposure standards and regulations, use only Motorola-approved batter-
ies and accessories. Use of non-Motorola-approved batteries and accessories may result in RF energy exposure 
standards being exceeded.


