




Unlike rigid holders,

the universal-fit RadioPAk is

lightweight and comfortable.

An ideal companion for two-way

radios, as well as iDEN®

portables and cellular phones.

Chest Pack
Motorola Original Universal Chest Pack protects the radio and provides the freedom from
holding it during standby communication mode. Universal Chest Pack fits virtually any
radio.

HLN6602A Universal Chest Pack with Radio Holder,
Pen Holder and Velcro Secured Pouch

1505596Z02 Replacement Strap for HLN6602A/RLN4570A

Break-A-Way Chest Pack
All the features of the original Universal Chest Pack (HLN6602A) plus break-a-way tabs
that allow the entire pack to be pulled off with approximately 10 lbs. of pressure.

RLN4570A Break-a-Way Chest Pack with Radio Holder,
Pen Holder and Velcro Secured Pouch

1505596Z02 Replacement Strap for HLN6602A/RLN4570A

Universal RadioPAkTM

The RadioPAk is lightweight and comfortable. Worn around the waist, it keeps
radios/phones at hand. It features a separate 6 x 8 inch zippered pouch for other
on-the-job necessities. Adjustable woven nylon belt fits both men and women.

RLN4815A RadioPAk Radio/Utility Case

4280384F89 RadioPAk Extension Belt
For waists larger than 40 inches.

Waterproof Bag
HLN9985B Waterproof Bag with Large Strap

Portable Radio Hangers
Portable Radio Hangers slide over and hangs from the vehicle door
panel allowing convenient, easy mounting. Radio belt clip required.

TDN9327A Portable Radio Hanger for door panels up to 2.75 inches.

TDN9373A Portable Radio Hanger for door panels 2.75 to 3.25 inches.

Accessory Clamp
FLN8660A Accessory Clamp for the GTX Portable.

TDN9327A

TDN9373A

RLN4815A

RLN4570A

HLN6602A
Chest Packs and RadioPAk

These versatile carry accessories fit virtually any radio.

Lightweight and comfortable, each of these packs make

an ideal companion for two-way radios.

portable radio: carry accessories
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CP125, CP150, VL130, CT250/CT450/CT450.LS,
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portable radio: batteries

Motorola Batteries

Motorola Original

batteries are

designed to stand up

to your demanding

work environment

and provide reliable

power that you can

count on.

Batteries
Motorola offers a variety of batteries with different chemistries to best suit your
needs help keep your radio fully functioning at all times, so you can rest assured
they are ready whenever you need them.

CP125

PMNN4063BR NiMH Battery,1500 mAh

PMNN4078AR Li-ion Battery,1500 mAh

CP150

NNTN4496AR NiCD Battery, 1100 mAh

NNTN4497CR Li-ion Battery, 1800 mAh

NNTN4970A Slim Li-ion Battery, 1600 mAh

NNTN4851A NiMH Battery, 1400 mAh

NNTN4852A NiMH FM Battery, 1300 mAh

VL130

PMNN4063BR NiMH Battery, 1300 mAh

CT250, CT450, CT450.LS

PMNN4019AR* NiMH Battery, 1200 mAh

PMNN4018AR NiMH Battery, 1250 mAh

SP50, SP50+

HNN9044AR NiCD Battery, 550 mAh – Compact radio models

HNN9018BR NiCD Battery, 1200 mAh – Standard radio models

P1225, P1225.LS

HNN9049B NiCD Battery, 1200 mAh

HNN9050B* NiCD Battery, 1200 mAh

HNN9051A NiMH, 1400 mAh
Only compatible with Intellichargers.

GTX

HNN9628B NiCD Battery, 1200 mAh

HNN9701B* NiCD Battery, 1100 mAh

HNN8133C* NiCD Battery, 1200 mAh

WPNN4044AR NiCD Battery, 1000 mAh

14

PMNN4063BR

NNTN4970A

PMNN4018AR

HNN9049B

WPNN4044AR

*Instrinsically Safe.

CP125, CP150, VL130, CT250/CT450/CT450.LS,
SP50/SP50+, P1225/P1225.LS, and GTX



portable radio: chargers

Single-Unit Chargers
Rapid-rate chargers will charge batteries within three hours. 10-hour battery chargers
can be used when overnight charging is available.

VL130

WPLN4203A 10-Hour Charger Base

VL130, CP125
PMTN4087A Single-Unit Rapid Charger Kit

RLN4940A Slow Desktop Charger Kit
Includes EPNN7997 and WPLN4203.

PMTN4073A 13-Hour Wall Charger, 120 Volt

CP125
PMLN5200A Rapid-Rate Charger Kit with Switch Mode Power Supply,

120 Volt. Includes EPNN9288 and PMTN4086.

CP125, CP150
EPNN7997A 10-Hour Plug-in Charger, 120 Volt. Plugs into accessory connector.

For use with NNTN4496AR NiCD battery only.

CP150
WPLN4138AR Rapid-Rate Desktop Charger, 120 Volt

PMLN5193A Rapid-Rate Charger Kit with Switch Mode
Power Supply (Includes EPNN9288A and WPLN4137BR).

WPLN4155AR 10-Hour Desktop Charger, 120 Volt. Lightweight and compact.
For use with NNTN4496AR NiCD battery only.

EPNN9288A Rapid-Rate Charger Transformer, 120 Volt. Plugs into accessory connector.
For use with NNTN4496 NiCD battery only.

CP125, CP150, VL130, CT250/CT450/CT450.LS,
SP50/SP50+, P1225/P1225.LS, and GTX

WPLN4203A 15

EPNN7997A

PMTN4087A

WPLN4138AR

RLN4940A
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Single-Unit Chargers - Continued

CT250, CT450, CT450.LS

AAPMTN4038B Rapid-Rate Charger, 120 Volt

SP50, SP50+

HTN9013B Rapid-Rate Charger, 120 Volt*

HTN9014B 10-Hour Desktop Charger, 120 Volt*

P1225, P1225.LS, GTX

HTN9042A Single-Unit IntellichargerTM, 120 Volt

V E H I C U L A R C H A R G I N G B R A C K E T
HLN9719A Vehicular Charger Adapter/Bracket, 12 Volt

For use with rapid-rate charger HTN9042A.

HTN8232A Wall Charging Adapter, 120 Volt**

CP125, CP150, VL130, CT250/CT450/CT450.LS,
SP50/SP50+, P1225/P1225.LS, and GTX

HLN9719A

HTN9013B HTN9014B HLN9042A

*Charging adapter HTN8232 is not recommended for SP50 standard models due to charging time of 18-20 hours.
**Charging time:18-20 hours for standard and 10 hours for compact radios.

AAPMTN4038B



portable radio: chargers
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Multi-Unit Chargers
Our Multi-Unit Chargers charge 1 to 6 batteries simultaneously, with radios or
separately. They can be wall or rack mounted and are ideal for multiple
shift operations.

CP150
WPLN4161AR Rapid-Rate, Multi-Unit Charger, 120 Volt.

Supports NiCD, NiMH, and Li-ion chemistries.

RLN6296A Multi-Unit Charger Conversion Kit.
Includes charger base and power supply.
Single-unit charger bases must be purchased separately.

CT250, CT450, CT450.LS
RLN5218A Rapid-Rate, Multi-Unit Charger, 120 Volt

SP50, SP50+

HTN9067B 3 Hour Multi-Unit Charger, 120 Volt

HLN9090B Multi-Unit Charger Conversion Kit, 120 Volt. Includes charger base
and power supply. Single-unit charger (HTN9013B) must be
purchased separately.

HLN9091A Multi-Unit Charger Conversion Kit, 120 Volt. Includes charger base
and power supply. Single-Unit charger (HTN9015B) must be
purchased separately.

P1225, P1225.LS

HTN9060A 1-Hour Rapid-Rate Charger, 110 Volt. For NiCD batteries only.

WA L L M O U N T B R A C K E T S

HLN9293A Wall Mount Bracket for Multi-Unit Charger WPLN4161AR.

HLN9944A Wall Mount Bracket for Multi-Unit Chargers

WPLN4161AR

HTN9060A

CP125, CP150, VL130, CT250/CT450/CT450.LS,
SP50/SP50+, P1225/P1225.LS, and GTX
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Motorola Conditioning Chargers (MCC)
The MCC features Instant Fault Detection technology that detects faulty batteries in sec-
onds. You'll know right away when a battery won't operate at peak performance – saving
you time and trouble. Each unit rapidly charges NiCD and NiMH batteries and optimizes
battery performance. It’s patented negative pulse charging process minimizes overheating
and overcharging, extending useful battery life. Batteries can be left on the charger for
extended periods of time, without worry of heat build-up. Optional accessories are avail-
able that allow the MCC to be used in both AC and DC environments.

CT250, CT450, CT450.LS

WPLN4107BR Motorola Conditioning Charger Kit, 110 Volt AC.
Includes single-unit base and 7 Volt adapter plate.

WPPN4082BR Adapter Plate, 7 Volt

SP50, SP50+,
WPLN4092BR Motorola Conditioning Charger Kit, 110 Volt AC.

Includes single-unit base and 7 Volt adapter plate.

WPPN4008BR Adapter Plate, 7 Volt

P1225, P1225.LS,
WPLN4084BR Motorola Conditioning Charger Kit, 110 Volt AC.

Includes single-unit base and 7 Volt adapter plate.

WPPN4020BR Adapter Plate, 7 Volt

GTX
WPLN4088CR Motorola Conditioning Charger Kit, 110 Volt AC.

Includes single-unit base and 7 Volt adapter plate.

WPPN4005CR Adapter Plate, 7 Volt

CT250, CT450, CT450.LS, SP50, SP50+, P1225, P1225.LS, GTX
WPPN4002BR Base Charge Unit, 110 Volt AC. Order adapter plates separately.

WPPN4065BR Multi-Unit Conditioning Charger, 4-Station Base, 110 Volt.
Order adapter plates separately.

Vehicular Mounting

CT250, CT450, CT450.LS, SP50, SP50+, P1225, P1225.LS, GTX
RLN4814A Vehicular Mounting Bracket and Hard Wire Cable.

For Single-Unit Motorola Conditioning Chargers.
Includes DC Hard Wire Cable 3080384M21.

3080384M21 DC Hard Wire Cable with 3 A In-line fuse.

3080384G15 Vehicular Power Adapter

WPPN4065BR

WPPN4002BR
3080384G15

RLN4814A

CP125, CP150, VL130, CT250/CT450/CT450.LS,
SP50/SP50+, P1225/P1225.LS, and GTX
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Battery Maintenance SystemsPLUS (BMSPLUS)
Increase the useful life of your batteries. Using interchangeable battery
adapters (sold separately), the BMSPLUS is capable of charging and discharg-
ing, analyzing, conditioning and cycle testing batteries. It supports NiCD,
NiMH and Li-ion battery chemistries (Li-ion 6-station units only) and tracks
better voltage and capacity (mAh). Its easy-to-use design supports hundreds
of two-way, cellular and camcorder batteries. The BMSPlus offers a 3-year
warranty and includes serial printer* port (RS-232).

CT250, CT450, CT450.LS, SP50, SP50+, P1225, P1225.LS, GTX

WPLN4079BR 6-Station BMSPLUS, 110 Volt AC, 50/60 Hz, US Plug

WPLN4085BR BMSPLUS Li-ion Field Upgrade Kit. Upgrades
WPLN4079BR, Allows units to support Li-ion batteries.

NDN4005B 3-Station BMSPLUS, 110 Volt AC, 50/60 Hz.
Does not support Li-ion or 3-cell batteries.

C T A N D S P 5 0 S E R I E S A D A P T E R S
WPPN4083AR Adapter. Compatible with NiCD and NiMH batteries.

Note: If used with TDN9430, requires Upgrade Kit
CDN6142A.

P 1 2 2 5 A D A P T E R S
CDN6353A Adapter, 7.5 Volt, 110 mAh

For HNN9049A and HNN9050A batteries

G T X A D A P T E R S

TDN9437A Adapter. For use with HNN9701A batteries.

TDN9662A Adapter. For use with HNN9628A batteries.

TDN9438A Adapter. For use with HNN8308A/HNN9808B batteries.

NOTE: Compatible with STAR Micronics SP200 series printers and printers
with STAR printer emulation. STAR Micronics printers available at STAR
Micronics distributors.

NDN4005B

WPLN4079BR

portable radio: maintenance systems
CP125, CP150, VL130, CT250/CT450/CT450.LS,
SP50/SP50+, P1225/P1225.LS, and GTX
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RLN4883A

Battery Optimizing System II (BOS II)
No other battery analyzer matches the speed, accuracy, versatility and ease-of-use of the BOS II in providing
powerful analyzing capabilities. Users can select from 12 pre-programmed service programs making it quick
and easy to get up and running. Because the BOS II is programmable, users can create custom programs to
perform a wide variety of tasks specific to individual needs. New enhancements include new navigation keys
and an improved, more intuitive menu system. Regular use of the BOS II can optimize battery performance
and help extend battery life, helping reduce battery replacement costs.

• Quicktest™ diagnostic feature measures a battery’s state of health
in approximately 2 to 5 minutes

• Supports NiCD, NiMH, Li-ion and SLA batteries

• Increased power-programmable from 100 mAh to 4 amps per station

• Programmable adapters allow customization of maintenance routines

• Proprietary reduction cycle restores NiCD and NiMH batteries

• Printer output for reports and labels with computer interface,
includes both 9-pin serial and 25-pin parallel ports

• 100W Universal Power Supply (110-240 VAC) provides up to
4 amps of power per station

• Interchangeable adapter plates accommodate nearly all Motorola
two-way batteries and other major brands

CT250, CT450, CT450.LS, SP50, SP50+, P1225, P1225.LS, GTX

WPLN4124BR BOS II, 4-Station, 90-264 Volt AC, US Plug. Adapter Plates Required.

B O S B A T T E R Y A D A P T E R S
RL-71292 Standard Adapter

For 'BOS' Battery Optimizer System only. To be used with model WPLN4071AR.
Fits: SP50

RL-75830 Standard Adapter
For 'BOS' Battery Optimizer System only. To be used with model WPLN4071AR.
Fits: P1225, P1225.LS

Travel Charger
A great traveling companion that ensures constant communication while on the road. Allows rapid charging of
the battery while using the radio. Users can talk immediately once the charger is connected and transmit from
a previously “dead” battery in just 5 minutes. Includes voltage regulated adapter, custom charger base,
mounting bracket and coil cord. Compatible with P1225, GP300, GTX, LTS2000 and P110 radios.

P1225, P1125.LS, GTX

RLN4833A Vehicular Charger

RLN5914A Universal Mounting Bracket for RLN4833A. Includes screws and nylon cord.

T R A V E L C H A R G E R T R A N S F O R M E R

2580600E05 Transformer, US, 120 Volt

WPLN4124BR

CP125, CP150, VL130, CT250/CT450/CT450.LS,
SP50/SP50+, P1225/P1225.LS, and GTX
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8505241U05

8505644V01

8505644V03

8505644V04

8505241U06

Flexible Whip
Flexible whip antennas have a one-piece finish and steel core for optimal
radiation characteristics. They provide more comfort when radio is worn
on the belt.

CT250, CT450

8504762J01 VHF 136-155 MHz Flexible Whip Antenna – 14cm

NAD6579A VHF 148-161 MHz Flexible Whip Antenna – 19cm

PMAD4023A VHF 150-161 MHz Flexible Whip Antenna – 14cm

8504762J02 VHF 155-174 MHz Flexible Whip Antenna – 14cm

NAE6483AR UHF 403-520 MHz Flexible Whip Antenna – 14cm

CT450.LS, SP50, SP50+, P1225, P1225.LS

NAE6483AR UHF 403-520 MHz Flexible Whip Antenna – 14cm

GTX
8505241U03 Flexible Whip Antenna, 806-870 MHz

8505241U04 Flexible Whip Antenna, 896-941 MHz

8505241U06 Flexible Whip Antenna, Stubby, 896-941 MHz
Broadband, operates in 800/900 MHz band.

Antennas
These antennas are sturdy and dependable for years of
fail-safe communication.

V H F A N T E N N A S

CP125, VL130

PMAD4027A VHF 136-155 MHz, Helical Antenna – 15cm

8504762J02 VHF 155-174 MHz, Helical Antenna – 14cm

PMAD4012A VHF 136-155 MHz, Stubby Antenna – 9cm

PMAD4013A VHF 155-174 MHz, Stubby Antenna – 9cm

NAD6502AR* VHF 150-162 MHz, Heliflex Antenna

CP150, SP50, SP50+, P1225, P1225.LS

NAD6502AR** VHF 150-162 MHz, Heliflex Antenna

HAD9742A** VHF 146-162 MHz Stubby Antenna – 9cm

HAD9743A** VHF 162-174 MHz Stubby Antenna – 8cm

CT250, CT450

PMAD4012A VHF 136-155 MHz Stubby Antenna – 9cm

PMAD4025A VHF 150-161 MHz Stubby Antenna – 9cm

PMAD4013A VHF 155-174 MHz Stubby Antenna – 9cm

U H F A N T E N N A S

CP125, VL130

PMAE4003A UHF 430-470 MHz, Stubby Antenna – 9cm

PMAE4011A UHF 435-480 MHz, Stubby Antenna – 10cm

NAE6483AR* UHF 403-520 MHz, Whip Antenna

CP150, P1225, P1125.LS

NAE6483AR** UHF 403-520 MHz Whip Antenna

NAE6522AR** UHF 438-470 MHz Heliflex Stubby Antenna – 8cm

8505816K26** UHF 470-512 MHz Heliflex Stubby Antenna – 8cm

CT250, CT450

PMAE4002A UHF 403-430 MHz Stubby Antenna – 9cm

PMAE4003A UHF 430-470 MHz Stubby Antenna – 9cm

CT450

PMAE4003A UHF 430-470 MHz Stubby Antenna – 9cm

PMAE4006A UHF 465-495 MHz Stubby Antenna – 9cm

PMAE4007A UHF 490-512 MHz Stubby Antenna – 9cm

PMAE4008A UHF 470-530 MHz Stubby Antenna – 9cm

P1225, P1125.LS

8505816K24 UHF 403-430 MHz Heliflex Stubby Antenna

HAD9338BR VHF 136-150.8 MHz Heliflex Antenna

HAD9728B VHF 146-174 MHz Antenna Kit

Antenna Characteristics

Heliflex antennas are engineered for

maximum output and coverage.

Stubby antennas are non-obtrusive, ideal

for wearing the radio on a belt.

Whip antennas are one-piece with a steel

core for optimal radiation.

*Intrinsically Safe

**Intrinsically Safe with PR400 only.

CP125, CP150, VL130, CT250/CT450/CT450.LS,
SP50/SP50+, P1225/P1225.LS, and GTX
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mobile radio: microphones and accessories
GTX Mobile, M1225

Microphones and Accessories

GTX MOBILE

HMN3413A Standard Compact Microphone

HMN3220B Compact Microphone with Hang Up Kit

HMN4016A Noise Cancelling Microphone, screens out background noise. GTX Privacy Plus only.

HMN3013A Non-Backlit Full Size Keypad Microphone

M1225

HMN3001A Compact Microphone with LED Indicator. Includes 10-foot cord and hang-up clip.

HMN3008A Compact Microphone. Includes 10-foot cord and hang-up clip.

HMN3174B Compact Microphone with TX LED Indicator. Includes 7-foot coil cord and hang-up clip.

HLN9559A 7-Foot Extended Coil Cord for Heavy-Duty Microphones

HLN9560A 10.5-Foot Coil Cord for Microphones

GTX MOBILE, M1225

AAREX4617A Telephone-Style Handset

HMN1035C Heavy-Duty Palm Microphone. Comes with 10.5 foot coil cord.

HLN9073B Microphone Hang-Up Clip. Compatible with all microphones.

HLN9414A Universal Hang-Up Clip. Compatible with all microphones.

Mic Jackets
Mic Jackets provide protection to the “head” of the mobile microphone, helping to keep it free from dust,
dirt, metal particles and other on-the-job grime.

M1225

RLN5023A Mic Jacket Kit. Compatible with HMN3174B.

RLN5014A Mic Jacket Kit. Compatible with HMN1035C.

RLN5018A Mic Jacket Kit. Compatible with HMN3008A.

Vehicular Power Adapter

M1225
HKN9407A Vehicular Power Adapter. For models operating at 25W only.

HMN3013A HMN3001A

AAREX4617A HMN1035C
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Installation Accessories

M1225
HKN4137A 16-Pin Conductor Cable. Low power cable to battery.

HKN9327BR Ignition Switch Cable with Housing Connector

HKN9557A PL259/Mini-U Antenna Adapter – 8 Inch cable
Not recommended for 800 MHz.

2880376E84 Mini-U Connector – For all bands.

HLN8027A Mini-UHF to BNC Adapter

HLN9242A 16-Pin Accessory Kit with Expanded Connector
Allows existing 16-pin connector accessories to be modified
for enhanced connector reliability. Includes 9 wires with lugs,
1 connector housing 16 crimping terminals, 2 tie straps and 1
extraction tool.

Mounting Accessories

M1225
HLN9617A Key Lock Mounting Bracket

HLN9154A Non-Locking Bracket – Standard

HLN9227A 8 Inch Goose Neck Mounting Bracket

HLN9162A 5 Inch Goose Neck Mounting Bracket

HLN9179A Quick Release Mounting Bracket

HLN9408A Gooseneck Decor Sleeve
Used to cover gooseneck and wires.

HLN9534A Right Angle Mini-UHF Connector

HLN9573B Shorting Plug Kit for Microphone Jack
Covers microphone jack when radio is used as desk set.

Control Station Accessories

GTX MOBILE
HLN3067A Low Power Control Station Package

Converts the GTX mobile for desktop use. Includes adapter
cable, base tray, black desk microphone, and power supply.

GLN7317A Non-locking Bracket

GLN7318A Desktop Tray without Speaker. For securing mobile in place.

HLN6405A Rubber Desk Tray without Speaker. Low power.

HPN4008B Control Station Power Supply, 1-25W.

M1225
HPN9012A Control Station Power Supply, 1-25W. 115 Volt AC only.

For 25W mobiles only. No control station cable needed.

HPN8393D Control Station Power Supply, Up to 45W. 115/230 Volt
AC only. Also compatible with GR300/GR400 repeaters.

HLN9226C Mobile Holder. Attaches mobiles to power supply.

GTX MOBILE, M1225

RMN5068A Desktop Microphone. Black.

HKN9088B Mobile Mini-U Antenna Adapter. 8-foot cable.

mobile radio: installation, mounting, control station
GTX Mobile, M1225

HKN9327BR

HLN6405A

HPN8393D

RMN5068A

GLN7318A

GLN7317A
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mobile radio: speakers and antennas
GTX Mobile, M1225
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External Speakers and Public Address Systems

GTX MOBILE

HSN9326A External 5W Speaker. Requires 16-pin connector.

FSN5510A External 7.5W Speaker

M1225
HLN3145CR Public Address Kit. Requires HSN1006A. Include cables

for connection to public address box to speaker cables.

HKN9324AR 15-Foot Public Address/Speaker Cable. One cable needed per speaker.

HSN1006A 6W Amplified Eternal Speaker for Public Address. Minimum of 1 speaker required.

HSN9008A 7.5W External Speaker with Accessory Connector
Provides higher output receiver audio.

Alarm Accessories

GTX MOBILE

GKN6272AR External Alarm Relay Cable Kit

M1225

HLN9328C External Alarm Relay Cable – Horn and Lights

Remote Mount Cable

GTX MOBILE

HKN4191B 10-Foot, Low/Mid Power Remote Mount Cable

Through-Hole Mount Antennas

GTX MOBILE

8 0 0 M H z A N T E N N A S

HAF4002A 806-900 MHz 1/4 Wave

RRA4914B 806-900 MHz 3dB Stainless Steel

RRA4990A 809-900 MHz 3dB Black Chrome

RRA4983A 806-900 MHz 3dB Stainless Steel, Low Loss Cable

RRA4986A 806-900 MHz 3dB Black Chrome, Low Loss Cable

9 0 0 M H z A N T E N N A S

RRA4935A 890-960 MHz 3dB Antenna with 14 foot Cable

RAF4003ARM 890-960 MHz 3dB Antenna with 22 foot Low Loss Cable

A N T E N N A A D A P T E R S

HKN9557A Mini UHF to UHF Adapter Cable

2880376E84 Mini UHF Antenna Connector

HLN8027A Mini UHF to BNC Connector Antenna

Antenna Mounts

GTX MOBILE

3080384M44 Black Magnetic with 12 ft. of RG58A/U Cable, Mini-UHF Crimp

3080384M45 Chrome Magnetic with 12 ft. of RG58A/U Cable, Mini-UHF Crimp

3080384M46 Chrome Trunk Mount with 17 ft. of RG58A/U Cable, Mini-UHF Crimp

3080384M47 Black Trunk Mount with 17 ft. of RG58A/U Cable, Mini-UHF Crimp

3080384M48 3/4 Through-Hole Mount with 17 ft. of RG58A/U Cable, Mini-UHF Crimp

3080384M48

HAF4002A

FSN5510A



Low Profile Antennas
The following antennas are Through-Hole Mount Antennas.

GTX MOBILE

U H F A N T E N N A S

RAE4162A White 410-430 MHz 3dB Gain

RAE4163A Black 410-430 MHz 3dB Gain

RAE4164A Black 430-450 MHz 3dB Gain

RAE4165A White 430-450 MHz 3dB Gain

RAE4166A Black 470-490 MHz 3dB Gain

RAE4167A White 450-470 MHz 3dB Gain

RAE4168A Black 450-470 MHz 3dB Gain

RAE4169A White 470-490 MHz 3dB Gain

V H F A N T E N N A S

RAD4207A White 150-168 MHz Unity Gain

RAD4208A Black 150-168 MHz Unity Gain

RAD4209A Black 142-160 MHz Unity Gain

RAD4210A White 142-160 MHz Unity Gain

8 0 0 M H z A N T E N N A S

RAF4217A White 821-896 MHz 3dB Gain

RAF4218A Black 821-896 MHz 3dB Gain

RAF4219A Black 806-866 MHz 3dB Gain

RAF4220A White 806-866 MHz 3dB Gain

Low Profile Antenna Kits: Through-Hole Mount Antennas
These complete kits make installation easy for multipoint mobile applications.
All kits include a 3/4 inch brass mount with 17 feet of RG58U/U cable.

GTX MOBILE

U H F A N T E N N A S

RAE4162ARB White 410-430 MHz 3dB Gain

RAE4163ARB Black 410-430 MHz 3dB Gain

RAE4164ARB Black 430-450 MHz 3dB Gain

RAE4165ARB White 430-450 MHz 3dB Gain

RAE4166ARB Black 470-490 MHz 3dB Gain

RAE4167ARB White 450-470 MHz 3dB Gain

RAE4168ARB Black 450-470 MHz 3dB Gain

V H F A N T E N N A S

RAD4207ARB White 150-168 MHz Unity Gain

RAD4208ARB Black 150-168 MHz Unity Gain

RAD4209ARB Black 142-160 MHz Unity Gain

RAD4210ARB White 142-160 MHz Unity Gain

8 0 0 M H z A N T E N N A S

RAF4217ARB White 821-896 MHz 3dB Gain

RAF4218ARB Black 821-896 MHz 3dB Gain

RAF4219ARB Black 806-866 MHz 3dB Gain

RAF4220ARB White 806-866 MHz 3dB Gain

M1225

V H F A N T E N N A S

HAD4006A 136-144 MHz 1/4 Wave

HAD4007A 144-152 MHz 1/4 Wave

HAD4008A 152-162 MHz 1/4 Wave

HAD4009A 162-174 MHz 1/4 Wave

RAD4014ARB 136-174 MHz 3dB Magnetic Mount

U H F A N T E N N A S

HAE4003A 450-470 MHz 1/4 Wave

HAE4004A 470-512 MHz 1/4 Wave

HAE4011A 450-470 MHz 3.5dB Gain

HAE4012A 470-494 MHz 3.5dB Gain

RAE4004ARB 450-470 MHz 5dB Gain

RAE4004AMB 440-470 MHz 5dB Gain Magnetic Mount

A N T E N N A A D A P T E R S
HKN9557A Mini UHF to UHF Adapter Cable

2880376E84 Mini UHF Antenna Connector

HLN8027A Mini UHF to BNC Connector
RG58A/U Cable, Mini-UHF Crimp

HAE4003A

25
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ITEM NO. DESCRIPTIONS

Remote Speaker Microphones
HMN9051A Remote Speaker Microphone with Coiled Cord and Swivel Clothing Clip
HMN9031A Remote Speaker Microphone with Coiled Cord and Swivel Clothing Clip
PMMN4013A Remote Speaker Microphone with 3.5mm Audio Jack

Ear Microphones and Accessories
HMN9047A Ear Microphone with Voice Activated and Push-to-Talk Interface Module
HMN9048A Ear Microphone with Push-to-Talk Interface Module
BDN6706B Ear Microphone with Voice Activated and Push-to-Talk Interface Module
BDN6646C Ear Microphone with Push-to-Talk Interface Module
0180358B33 Medium Earholder for Ear Microphone System (EMS)
0180300E83 Body Switch Push-to-Talk for Ear Microphone System (EMS)
0180358B38 Ring Switch Push-to-Talk for Ear Microphone System (EMS)

Audio Earpieces and Accessories
BDN6720A Flexible Ear Receiver, Black - Earpiece, GP350 requires Audio Adapter HLN9482.
HMN9040A Flexible Ear Receiver, Black - Earpiece
HMN9727B Receive-Only Earpiece, Beige
HMN8433A Receive-Only Earpiece
HMN9043A Receive-Only Earpiece
HMN9752B Receive-Only Earpiece with Volume Control, Beige
RLN4894A Receive-Only Earpiece, Black (1-wire)
HMN9042A Receive-Only Earpiece
BDN6774A Ultra-Light Earpiece with Boom Microphone and In-Line Push-to-Talk
PMMN4001A Ultra-Light Earpiece with Boom Microphone and In-Line Push-to-Talk. GP350 requires Audio Adapter HLN9482.
RLN5317A 2-Wire Comfort Earpiece with Combined Microphone and Push-to-Talk, Beige GP350 requires Audio Adapter HLN9482.
RLN5318A 2-Wire Comfort Earpiece with Combined Microphone and Push-to-Talk, Black GP350 requires Audio Adapter HLN9482.
HMN9754D Earpiece with Microphone and Push-to-Talk Combined, Beige, (2-wire)
RLN4895A Earpiece with Microphone and Push-to-Talk Combined, Black, (2-wire)
5080384F72 Replacement Foam Plugs - Pack of 50. For use with NTN8370, Noise Reduction Rating = 24dB.
5080370E97 Replacement Rubber Eartips - Pack of 25.
RLN4922A Completely Discreet Earpiece Kit
HLN9482A Audio Accessory Adapter. Allows GP350 radio to use GP300 accessories.
HLN8096A Audio Accessory Security Clamp

Headsets and Accessories
RLN5411A Ultra-Light Headset, Behind-the-Head with In-Line Push-to-Talk and Boom Microphone. GP350 requires Audio Adapter HLN9482.
RLN5238B NFL Style, Single Muff, Lightweight Headset. GP350 requires Audio Adapter HLN9482.
RMN5047A NFL Style, Single Muff, Heavy-Duty Headset. GP350 requires Audio Adapter HLN9482.
HMN9013B Lightweight, Single Muff, Adjustable Headset with Swivel Boom Microphone. GP350 requires Audio Adapter HLN9482.
HMN9046A Lightweight, Adjustable Headset with Swivel Boom Microphone
BDN6773A Lightweight, Adjustable Headset with Swivel Boom Microphone
HMN9021A Medium Weight, Dual Muff Headset, Over- the-Head. Noise Reduction Rating = 24dB. GP350 requires Adapter HLN9482.
HMN9022A Medium Weight, Dual Muff Headset, Behind-the-Head. Noise Reduction Rating = 24dB. GP350 requires Adapter HLN9482.
BDN6647G Medium Weight, Single Muff Headset with Boom Microphone. GP350 requires HLN9482 Adapter.
BDN6648C Heavy-Duty Headset with Noise-Cancelling Boom Microphone, Behind-the-Head Style

Noise Reduction Rating = 24dB. GP350 requires Audio Adapter HLN9482.
RMN5015A Racing Headset. Noise Reduction Rating = 24dB. Requires Adapter Cable RKN4090.
RKN4090A Adapter Cable for Racing Headset RMN5015
REX4648A Replacement Foam Earpad and Windscreen Kit for BDN6773, RMN4016 and HMN9013.
5080371E66 Replacement Ear Pads. For use with BDN6647.
3580371E59 Replacement Windscreen for Boom Microphone. For use with BDN6647.
RMN4051B Two-way Hard Hat Mount Headset. Noise Reduction = 22dB. GP300 Requires RKN4094, GP350 Requires RKN4096A.
RMN4052B Noise-Cancelling Tactical Headband Style Headset. Noise Reduction = 24dB. GP300 Requires RKN4094, GP350 Requires RKN4096A.
RMN4053B Noise-Cancelling Tactical Hard Hat Mount Headset. Noise Reduction = 22dB. GP300 Requires RKN4094, GP350 Requires RKN4096A.
RKN4094A Adapter Cable. Required for use with RMN4051, RMN4052 and RMN4053 - For GP300 radios.

Carrying Cases
HLN9416A Nylon Carrying Case with Belt Loop
HLN9323A Standard Leather Carrying Case with Swivel
HLN9720A Standard Leather Carrying Case with Belt Loop and D-Rings
HLN9873A Standard Leather Carrying Case with Swivel and D-Rings
HLN9417A Leather Carrying Case with Belt Loop and D-Rings
HLN9009A Leather Carrying Case with Swivel and D-Rings. For fully approved FM 1200 mAh battery.
HLN8411A DTMF Leather Carrying Case with Swivel and D-Rings
HLN9011A DTMF Leather Carrying Case with Swivel and D-Rings. For fully approved FM 1200 mAh battery.
HLN9420A DTMF Standard Leather Carrying Case with Belt Loop
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ITEM NO. DESCRIPTIONS

Carrying Accessories
4200865599 1.75” Wide Leather Belt - For all models
HLN8052A Wrist Strap
NTN5243A Shoulder Carrying Strap
HLN9084A Replacement Strap for Molded Holder HLN9076B
HLN9973A Replacement Strap for Leather Carrying Cases
HLN9974B Replacement Strap for Leather Carrying Cases
HLN9076B Molded Carrying Holder with 3” Spring Action Belt Clip
HLN9985B Waterproof Bag - Includes Large Carrying Strap
HLN9724A 2.5” Belt Clip
HLN8255B 3” Spring Action Belt Clip
PMLN4124A Replacement Belt Clip
NTN5533A Replacement Belt Clip 3”
TDN1002A Swivel Belt Loop - Includes holster, belt and strap
HLN9035A Replacement Swivel Belt Loop 2.5”
HLN8039A Replacement Swivel Belt Loop 2.5”
NTN8040B Replacement Swivel Belt Loop 3”
TDN1003A Replacement/Spare Swivel Button
HLN6602A Universal Chest Pack with Radio Holder, Pen Holder and

Velcro Secured Pocket
RLN4570A Break-A-Way Chest Pack
1505596Z02 Replacement Strap for HLN6602A and RLN4570A
RLN4815A Universal RadioPAK with Radio Holder - With adjustable belt.
4280384F89 Universal RadioPAK Belt Lengthener; for waists larger than 40”
TDN9327A Portable Radio Hanger for door panels up to 2.75”
TDN9373A Portable Radio Hanger for door panels 2.75” to 3.25”

Batteries
HNN9361B NiCD, 1000 mAh, 7.5 Volt - Intrinsically Safe (FM)
HNN9701B NiCD, 1100 mAh, 7.5 Volt - Intrinsically Safe (FM)
HNN9360C NiCD, 1200 mAh, 7.5 Volt
HNN9628B NiCD, 1200 mAh, 7.5 Volt
HNN9044AR NiCD, 550 mAh, 7.2 Volt
HNN8133C NiCD, 1200 mAh, 7.5 Volt - Intrinsically Safe (FM)
WPNN4044AR NiCD, 1000 mAh, 7.5 Volt

Battery Eliminators
HKN8036B Vehicular Battery Eliminator - Utilizes vehicle battery for power.
HLN9452A Vehicular Battery Eliminator

Battery Maintenance Systems
WPLN4079BR Battery Maintenance System Plus (BMS+), 110 Volt AC, 50/60 Hz

6-Station Reconditioner charges and discharges, analyzes,
conditions, cycle tests, and more. Supports NiCD, NiMH and
Li-ion batteries. Adapter plates sold separately.

NDN4005B 3-Station, 110 Volt AC, 50/60 Hz. Not for Li-ion or 3 cell batteries.
TDN9437A BMS Battery Adapter. For WPLN4079BR.
TDN9438A BMS Battery Adapter. For HNN8308A and HNN9808B.
TDN9447A BMS Battery Adapter. For HNN9044 batteries.
TDN9662A Adapter. For use with HNN9628A.
WPPN4085AR BMS Field Upgrade Kit - Allows units to support Li-ion batteries.

For use with WPLN4079AR, WPLN4080AR and WPLN4081AR.
WPLN4124BR BOS II, 4-Station, 90-264 Volt AC (US). Adapter plates required.
RL-71883 Standard Adapter. For GP300, GP350 radios.
RL-71292 Standard Adapter. For SP21 radios.
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ITEM NO. DESCRIPTIONS

Chargers
HTN9042A Single-Unit Intellicharger, 120 Volt

90 minute charge time for NiCD and NiMH batteries.
HTN9060A 6-Unit, 90-Minute Rapid-Rate Charger, 120 Volt

For use with NiCD and NiMH batteries only.
HLN9405B 6-Unit Charger Conversion Kit, 120 Volt, for use with HTN9042
HTN9026CR Single-Unit Charger, 3 Hour Rapid-Rate, 120 Volt
HTN8232A Wall Charging Adapter, Standard Rate, 120 Volt

18-20 hours for standard models and 10 hours for compact.
HTN9295B Multi-Unit Charger Conversion Kit

Accommodates up to 6 HLN8371 or HTN9026, sold separately.
HLN9113A Desktop Charger Converter Kit.

Compatible with HLN8371 and HTN9026.
HLN9293A Wall Mounting Bracket for 90-Minute Multi-Unit Charger

For GP300, use with HTN9060 and HTN9061.

Motorola Conditioning Chargers
WPPN4065BR 4 Station Conditioning Charger. 110 Volt, Base only.

Requires adapter plates, sold separately.
3080384G15 Vehicular Power Adapter for Single and Multi Unit Chargers.
WPPN4002BR Base Charge Unit Only, 110 Volt AC
WPLN4088CR Motorola Conditioning Charger - 60 minute rapid charge.

Includes 7.2 Volt Base, 110 Volt AC, adapter plate and transformer.
WPLN4094AR Motorola Conditioning Charger Kit, 110 Volt AC

Includes base unit and 7 Volt adapter.
WPPN4005CR Adapter Plate Only - For Conditioning Charger.
WPPN4007BR Adapter Only, 7 Volt

Vehicular Chargers
RLN4814A DC Hard Wire Cable Kit
3080384M21 DC Hard Wire Cable - For Vehicular Installation

Included with RLN4814A.
HLN9719A Vehicular Charger Adapter/Bracket, 12 Volt. For use with HTN9042,

HTN9043, HTN9044. Charger Base HTN9886, without
transformer, sold separately.

RLN4833A Travel Charger
2580600E05 Transformer, 120 Volt, (US)
HLN8251A 3-Hour Vehicular Charger Adapter Bracket, 12 Volt - For HTN9026.

Antennas
HAD9338BR VHF Heliflex Antenna, 136-150.8 MHz
NAD6502AR VHF Heliflex Antenna, 150-162 MHz
HAD9742A VHF Stubby Antenna, 146-162 MHz
HAD9743A VHF Stubby Antenna, 162-174 MHz
HAD9728B Tunable Antenna Kit, 136-174 MHz
NAE6483AR UHF Whip Antenna, 403-520 MHz
8505816K24 UHF Heliflex Antenna, Red, Molded, 403-433 MHz
8505816K25 UHF Heliflex Antenna, Green, Molded, 440-470 MHz
8505816K26 UHF Heliflex Stubby Antenna, Black, Molded, 470-512 MHz
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Legacy Mobile Radios Accessory Matrix

ITEM NO. DESCRIPTIONS

Microphones
HMN3001A Compact Microphone with LED Indicator, 10-ft Coil Cord and Hang-up Clip
HMN3008A Compact Microphone with LED Indicator, 7-ft Coil Cord and Hang-up Clip
HMN3174B Compact Microphone with TX LED Indicator, 7-ft Coil Cord and Hang-up Clip
HMN1035C Heavy-Duty Palm Microphone with 10.5-ft Coil Cord
AAREX4617A Telephone Style Handset with Hang-up Cup
HMN3596A Compact Palm Microphone with 7-ft Coil Cord
HMN1037B Non-Backlit Touch-Code Microphone with Hang-up Clip
HMN1056D Compact Palm Microphone with 7-ft Coil Cord

Microphone Accessories
RLN5023A Mic Jacket Kit - Compatible with HMN3174
RLN5014A Mic Jacket Kit - Compatible with HMN1035
RLN5015A Mic Jacket Kit - Compatible with HMN1056
RLN5016A Mic Jacket Kit - Compatible with HMN1037
RLN5018A Mic Jacket Kit - Compatible with HMN3596
HLN9559A 7-ft Replacement Coil Cord - For HMN1056 and HMN1035
HLN9560A 10.5-ft Extended Replacement Coil Cord for Heavy-Duty Microphones
HLN9073B Microphone Hang-Up Clip - For all Microphones
HLN9414A Universal Hang-Up Clip - For all Microphones

General Accessories
HLN9457A Hardware Kit - For use with Expanded Accessory Connector

Includes 16 connector pins, (5) 8" wires with pins attached and extra housing.
HLN9573A Shorting Plug Kit for Microphone Jack - Used when application calls for desktop set-up, covers microphone jack.
HLN8375A DTMF Decoder Board
REX4126A 5 Button - Dust proof, pack of 5.
HKN9407A Vehicular Power Adapter - Available for mobiles operating at 25W only.

External Speakers
HSN9008A 7.5 Watt External Speaker with Accessory Connector
HSN8145B 7.5 Watt External Speaker - For receiver audio.

Control Station Accessories
HPN9012A 1-25 Watt Power Supply, 115 Volt AC - For 25W mobiles only, control station cable not required.
HPN8393D Up to 45 Watt Power Supply, 115/230 Volt AC - Also used with GR300/GR400 Repeaters.
RMN5068A Desktop Microphone, Black
HLN9226C Mobile Holder - Attaches mobile radio to power supply.
HKN9088B Mobile Mini-UHF Antenna Adapter - 8-ft cable
HKN4139A Power Cable for Low Power Control Station - For 1-45W models, for Control Stations shipped before 4/1993.
HLN3199C High Power Control Station Package - For 25-60W models.
HKN9455A Power Cable for High Power Control Station - For 25-60W models, for Control Stations shipped before 4/1993.
HPN4008B Power Supply and Cable, 1-25W
HPN4007C Power Supply and Cable, 25-60W
HLN5292BR Base Station Tray

Mounting Accessories
HLN9617A Key Lock Mounting Bracket
HLN9154A Non-Locking Bracket - Standard with SM Series radios.
HLN9162A 5" Goose Neck Mounting Bracket
HLN9227A 8" Goose Neck Mounting Bracket
HLN9179A Quick Release Mounting Bracket
HLN9408A Gooseneck Decor Sleeve - Used to cover gooseneck and wires.
HLN9284A Key Lock Mounting Bracket
HLN5189A Non-Locking Bracket
HLN9404AR Sleeve Mounting Bracket
HLN9450A 45-60 Degree Floor Mount Wedge. M130/GM300 requires HLN9404 or HLN9100. M208/M216 requires HLN9404.
HLN9100B Three Point Mounting Bracket - For use with HLN9450.
HLN5226B Extra Stability Mount for M130/GM300 - For use with HLN5189.
HLN9027A In-Dash Bezel Mounting Tray
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ITEM NO. DESCRIPTIONS

Installation Accessories
HKN4137A Low Power Cable to Battery
HKN9019A 16-Pin Conductor Cable - Same as HKN9969, 3-ft long enhanced connector.
HKN9327BR Ignition Switch Cable with Housing Connector - Requires HLN9242 connector.
HKN9557A PL259 Mini-UHF Antenna Adapter, 8" cable - Not recommended for use with 800 MHz.
2880376E84 Mini-UHF Connector - For all bandwidths.
HLN8027A Mini-UHF to BNC Adapter
HLN9242A 16-Pin Accessory Kit with Expanded Connector

Allows 16-pin connector accessories to be modified for use with SM Series mobiles. Includes
9 wires with lugs, 1 connector housing, 16 crimping terminals, 2 tie straps and 1 extraction tool.

HKN4191B High Power Cable to Battery

Public Address Accessories
HKN9324AR 15-ft Public Address/Speaker Cable - One cable per speaker.
HSN1006A 6 Watt Amplified External Speaker - For public address audio, minimum of 1 required.
HSN9326A 5 Watt External Speaker for Receiver Audio. Requires 16-pin options connector.

Alarm Accessories
HLN9328C External Alarm Relay Cable - Horn and lights.
RLN5132A Emergency Push Button Alarm Cable
HLN9330B Emergency Foot Switch Alarm Cable - For GM300 16 channel radio only.

Through-Hole Mount Antennas
HAD4006A 136-144 MHz 1/4 Wave
HAD4007A 144-152 MHz 1/4 Wave
HAD4008A 152-162 MHz 1/4 Wave
HAD4009A 162-174 MHz 1/4 Wave
RAD4010ARB 136-174 MHz 3dB Gain
RAD4000AMB 136-174 MHz 3dB Gain
HAE4002A 403-430 MHz 1/4 Wave
HAE4003A 450-470 MHz 1/4 Wave
HAE4004A 470-512 MHz 1/4 Wave
HAE4010A 406-420 MHz 3.5dB Gain
HAE4011A 450-470 MHz 3.5dB Gain
HAE4012A 470-495 MHz 3.5dB Gain
HAE4013A 494-512 MHz 3.5dB Gain
RAE4004ARB 450-470 MHz 5dB Gain
RAB4002ARB 29.7-36 MHz 1/4 Wave, Base Loaded
RAB4003ARB 36-42 MHz 1/4 Wave, Base Loaded
RAB4004ARB 42-50 MHz 1/4 Wave, Base Loaded
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STREAMLINED SOLUTIONS FOR
A SINGLE RADIO OR ENTIRE FLEET
Every Motorola two-way radio can be customized to

suit your current and future communication needs.

All Motorola Original accessories are built to the highest

standards of quality, and are specially engineered to

perfect complement your radio’s performance.

So don’t wait any longer to increase your productivity

with optimum Two-way radio performance. Call now

for more information.

Call us today to enhance
your two-way radio capabilities
with high-performance
Motorola Original accessories.

MOTOROLA and the Stylized M Logo are registered in the US Patent & Trademark Office.
All other product or service names are the property of their respective owners. © Motorola, Inc. 2009.
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