
 motorolasolutions.com 

SPECIFICATIONS SHEET | 

EP910w 
WIRELESS BLUETOOTH EARPIECES
WITH IN-LINE PUSH-TO-TALK

GENERAL SPECIFICATIONS

Operating Temperature -20°C to +60°C 

Storage Temperature -40°C to +80°C 

Thermal Shock -40°C to +80°C, MIL810F Method 503.5

Humidity 90% - 95% Relative Humidity at +50°C for 8 hours

Salt/Fog MIL810F Method 509.4 Procedure 1

Drop Shock MIL810F Method 516.6 Procedure IV, height 4 feet

ENVIRONMENTAL SPECIFICATIONS  

Part Number PMLN8123

Dimensions 4.23 ( L) x 1.04 in (W) x 2.83 in (H) 

Weight .81 oz.

Compatible Radios
MOTOTRBO ION, EVOLVE, LEX L11, TLK Series, Kodiak 
Application release 9.1.1 and later on Android and IOS 
smartphone devices

Microphone Type Omni Directional

Noise Reduction Qualcomm cVc Noise Cancellation Technology

Push-to-Talk (PTT) DMR: Motorola Fast PTT
LTE: Kodiak broadband PTT platform

PTT Button Yes

Multifunctional Button Yes

Talk Time 8 hours (5/5/90 working period)

Standby Time 35 hours (LTE mode); 12 hours (LMR mode)

Charging Time 2 hours

PHYSICAL CHARACTERISTICS
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KEY FEATURES

Multifunctional 
Button (MFB)

Microphone

USB Charging Port

LED Indicator

PTT Button (blue)

Volume Buttons

180° rotatable for 
left/right wearing

Rotatable Boom 
Microphone

Up and Down 
Adjustable

BUTTON CONFIGURATION

Speaker

Small Oval Earbud PMLN7940

Large Oval Earbud PMLN7941

Small Round Earbud PMLN8036

Medium Round Earbud PMLN8037

Large Round Earbud PMLN8038

REPLACEMENT EARBUDS (each item sold in packs of 5)

Oval Round

EARBUD OPTIONS


